
XT-EXT-Q XT XT-HB
XT0.9XT1.2-EXT0.9-Q XT1.2XT1.5-E XT1.9-HBXT1.5XT1.9-E XT2.5-E XT2.5-HBXT1.9

pixel pitch

pixels/tile
(hor x vert)

brightness

shaders

ideal
viewing 
distance

full HD
confi gs

1.27 mm

480 x 270

800 nits

-

2.5 m

4x4

0.95 mm

640 x 360

800 nits

-

2 m

3x3

1.27 mm

480 x 270

600 nits

-

2.5 m

4x4

0.95 mm

640 x 360

> 600 nits

-

2 m

3x3

1.58 mm

384 x 216

800 nits

shaders

3 m

5x5

1.58 mm

384 x 216

600 nits

shaders

3 m 

5x5  

610 x 343 mm

7.5 kg

1.91 mm

320 x 180 

800 nits

shaders

4 m

6x6  

1.91 mm

320 x 180 

600 nits

shaders

4 m

6x6  

2.54 mm

240 x 135 

900 nits

-

5 m

8x8  

1.91 mm

320 x 180 

1.300 nits

-

4 m

6x6  

2.54 mm

240 x 135

1.500 nits

-

5 m 

8x8  

Optional data and power redundancy - Optional curved tiles

XT LED portfolio
powered by Infi nipix®

tile size

tile weight
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